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Resumo

E notével a cada ano que passa a necessidade em utilizar sistemas cada vez mais
eficientes, onde na iluminacao ptublica é possivel obter ganhos econémicos, sociais e
ambientais como, redug¢ao no consumo de energia, maior seguranca, além da diminuicao
do impacto ambiental. No sistema de iluminacao ptublica, para a evolucao tecnologica
em termos de eficiéncia energética, tem-se as luminarias a LED, onde apesar do seu alto
custo inicial, demonstra ter um grande potencial e certamente se tornara uma tecnologia

consolidada no mercado.

Deste modo, o trabalho tem o objetivo de analisar a viabilidade técnico-economica
para a implantagdo de lumindarias com tecnologia LED nas vias de iluminacao publica
da cidade de Joao Monlevade-M@G, substituindo as lampadas de Vapor de Sodio de Alta
Pressao instaladas atualmente na cidade. Para isso, utilizou-se o Software DIALux para
realizar simulagoes e auxiliar no programa implementado (‘ProgIP-LED’), o qual valida
0s requisitos minimos necessarios para a iluminagao de vias ptublicas contidos na Norma
Brasileira NBR5101, além de utilizar métodos da engenharia economica para analisar a
viabilidade do projeto.

Ao término deste trabalho, conclui-se que, em consequéncia da distribuicao dos
postes existentes nas ruas da cidade, o critério de uniformidade longitudinal é o principal
parametro da norma NBR5101 que inviabiliza os projetos, entretanto, existem cenarios
com oportunidades viaveis de melhoria, obtendo maior eficiéncia energética na iluminacao
publica da cidade de Joao Monlevade-MG com a substituicdo das lampadas de Vapor
de Sédio de Alta Pressao por lumindrias LED, além de proporcionar maior seguranca e
qualidade para os cidadaos.

Palavras-chave: LED; Iluminacao Publica; Eficiéncia Energética; Viabilidade Técnico-
Economica; Joao Monlevade-MG.



Abstract

During the last years, the increase in necessity of more efficient systems has been
noticed. In public lighting, it is possible to achieve economic, social and environmental gains,
such as, reduction in energy consumption, greater safety and a reduction in environmental
impact. In terms of energy efficiency in the public lighting system, LED luminaires,
despite its high initial cost, proves to have a great potential and will certainly become a
consolidated technology in the market.

The objective of this work is to analyze the technical and economic implementation
viability of LED luminaires in public street lighting in the city of Joao Monlevade-MG,
replacing the high pressure sodium (HPS) lamps installed in the city. The DIALux
Software was used to perform simulations and to assist in the implementation of the
program (‘ProgIP-LED "), which validates the minimum requirements specified on the
Brazilian Standard NBR5101 for public roads illumination, in addition to using economic

engineering methods to analyze the project’s viability.

In this study, it is concluded that, as a consequence of the existing poles distribution
in the streets of the city, the longitudinal uniformity criteria is the main parameter
of NBR5101 that makes projects unviable, however, there are some scenarios where
opportunities for improvement exist, obtaining greater energy efficiency in public lighting
in the city of Joao Monlevade-MG replacing high pressure sodium (HPS) lamps by LED
luminaires, in addition to providing greater security and quality for citizens.

Keywords: LED; Street Lighting; Energy Efficiency; Technical-Economic Viability;
Joao Monlevade-MG.
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